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Splitters 5-1000 MHz A-class. F connection

TER 2
Code A - 097000
Band 5-1000

Return path

N° of outputs

Insertion loss frequency

TYP/MAX

Screening factor >100d
Code A-
Band

Return path
N° of outputs

Insertion loss frequency|
TYP/MAX

Screening factor

Outdoor box

Code
Band

Dimensions

5-30 / 5-65 MHz

5-300:3,2/3,5dB
300-606: 3,3/ 3,5dB
606-1000: 3,5 / 3,8 dB

TER3
2 A - 0970003
MHz 5-1000 MHz

5-300:5,4/5

5-30 / 5-65 MHz

,9dB
300-606: 5,5 /6,0 dB
606-1000: 6,0 / 6,8 dB

Distribution Elements

TER4

A - 0970004

5-1000 MHz

5-30 / 5-65 MHz

5-300: 6,1 /6,9dB
300-606: 6,2 /7,0 dB
606-1000: 7,0 / 7,8 dB

B > 100 dB > 100 dB
TER 6 TERS8
0970006 A - 0970008
5-1000 MHz 5-1000 MHz

5-30 / 5-65 MHz

6

5-300: 9,3/ 10,3 dB
300-606: 9,5/ 10,5 dB
606-1000: 10,0/ 10,8 dB

> 100 dB

EQ BOX
A - 0990500
Outdoor box

115 x 110 x 65 mm

5-30 / 5-65 MHz

8

5-300: 9,7/ 10,3 dB
300-606: 10,0/ 10,5 dB
606-1000: 10,5/ 10,7 dB

> 100 dB

Splitters 5-2400 MHz A class. F connection

AS 2

AS 2 AS 3 AS 4
Code A - 0980002 A - 0980003 A - 0980004
N° of outputs 2 3 4
Band 5-2400 MHz 5-2400 MHz 5-2400 MHz
Return path 5-30 / 5-65 MHz 5-30 / 5-65 MHz 5-30 / 5-65 MHz
mation sy SATISEE SEOSyeem  tHeiE
TYPIMAX 950-0400:3,7 / 4,0dB  950-2400: 10,0/10,5dB  950-2400: 10,5 / 11,0 dB
Screening factor > 100 dB > 100 dB > 100 dB

AS 6 AS 8

Code A - 0980006 A - 0980008
N° of outputs 6 8
Band 5-2400 MHz 5-2400 MHz

Return path

Insertion loss frequency
TYP/MAX

Screening factor

5-30 / 5-65 MHz
5-470: 13,0/ 13,6 dB

470-862: 13,0 / 14,0dB
950-2400: 16,0/ 17,0 dB

> 100 dB

5-30 / 5-65 MHz
5-470: 14,5/ 155 dB

470-862: 14,5/ 15,5 dB
950-2400: 17,5/ 18,6 dB

> 100 dB

1 way TAPs, 5-2400 MHz A class. F connection

AT 108 AT 110
Code A -0980108 A -0980110
N° of TAP outputs 1 1
Band 5-2400 MHz 5-2400 MHz

Return path

In-TAP loss frequency
TYP/MAX

In-Out loss frequency

5-30 / 5-65 MHz

5-470:8,0/9,0dB
470-862: 8,5/ 9,0dB
950-2400: 8,5/ 9,5 dB

5-470:1,8/2,0dB
470-862: 1,8 / 2,2 dB

5-30 / 5-65 MHz

5-470: 10,0/ 11,0dB
470-862: 10,5/ 11,0dB
950-2400: 10,5 /11,5 dB

5-470: 1,6/ 1,7dB
470-862: 1,6/ 1,8dB

TYPIMAX 950-0400: 2,2 / 3,0 dB 950-2400: 2,1 / 2,5 dB
Screening factor > 100 dB > 100 dB
AT 112 AT 115
Couc A-0980112 A-0080115
N° of TAP outputs 1 1
Band 5-0400 MHz 5-0400 MHz

Return path

In-TAP loss frequency
TYP/MAX

In-Out loss frequency
TYP/MAX

Screening factor

Code

Ban

In-T.

AT

N° of TAP outputs

d

Return path

AP loss frequency

TYP/MAX

In-Out loss frequency

TYP/MAX

Screening factor

5-30 / 5-65 MHz

5-470: 12,0/ 13,0dB
470-862: 12,5/ 13,0dB
950-2400: 12,5 /13,6 dB

5-470: 12/ 1,56dB
470-862: 1,2/ 1,6dB
950-2400: 1,5/ 1,9dB

5-30 / 5-65 MHz

5-470: 15,0/ 16,0 dB
470-862: 15,5/ 16,0 dB
950-2400: 15,5 /16,5 dB

5-470:1.0/1.1 dB
470-862: 1.0/1.2 dB
950-2400: 1.3/1.6 dB

> 100 dB > 100 dB
AT 120 AT 125
0980120 A -0980125
1 1
5-2400 MHz 5-2400 MHz

5-30 / 5-65 MHz

5-470:20,0 /21,6 dB
470-862: 20,5 /21,5 dB
950-2400: 20,5 / 22,5 dB

5-470: 0,8/ 1,0dB
470-862: 0,8 / 1,0dB
950-2400: 1,2/ 1,5dB

> 100 dB

5-30 / 5-65 MHz

5-470: 25,0/ 26,5 dB
470-862: 25,5 / 27,0 dB
950-2400: 25,5 / 27,5 dB

5-470: 0,8/ 1,0dB
470-862: 0,8/ 1,0dB
950-2400: 1,2/ 1,56 dB

> 100 dB

2 way TAPs, 5-2400 MHz A class. F connection

Code

N°

A

of TAP outputs

Band

In-

Return path

In-TAP loss frequency
TYP/MAX

Out loss frequency

AT 210

- 0980210 A-

2,

5-2400 MHz
5-30 / 5-65 MHz

5-470: 10,0/ 11,0dB
470-862: 10,56/ 11,0dB
950-2400: 10,5 /11,6 dB

5-470:2.2/2.5 dB
470-862: 2.2/2.5 dB

AT 212
0980212

2

5-2400 MHz
5-30 / 5-65 MHz

5-470: 12.0/13.0 dB
470-862: 12.5/13.5 dB
950-2400: 12.56/13.5dB

5-470:2,0/ 2,1 dB
470-862: 2,0/ 2,2 dB

TYPIMAX 950-2400: 2.8/3.5 dB 950-2400: 2,6 / 3,0 dB
Screening factor > 100 dB > 100 dB
AT 215 AT 220
Code A -0980215 A - 0980220
N° of TAP outputs 2 2
Band 5-2400 MHz 5-2400 MHz

Return path

In-TAP loss frequency
TYP/MAX

In-Out loss frequency

5-30 / 5-65 MHz

5-470: 15,0/ 16,0 dB
470-862: 15,5/ 16,0 dB
950-2400: 15,5/ 16,5 dB

5-470: 1,6 /2,0dB
470-862: 1,8 /2,0dB

5-30 / 5-65 MHz

5-470: 20,0 /21,0dB
470-862: 20,5 /21,0 dB
950-2400: 20,5 / 21,6 dB

5-470: 1,0/ 1,5dB
470-862: 1,0/ 1,6 dB

TYPIMAX 950-2400: 2,0 / 2,3 dB 950-2400: 1,7 / 2,2 dB
Screening factor > 100 dB > 100 dB
AT 225 AT 230
Code A -0980225 A -0980230
N° of TAP outputs 2 2
Band 5-0400 MHz 5-2400 MHz

AT 225

Return path

In-TAP loss frequency
TYP/MAX

In-Out loss frequency
TYP/MAX

Screening factor

4 way TAPs, 5-2400 MHz A class. F connection

5-30 / 5-65 MHz

5-470: 25,0/ 26,0 dB
470-862: 25,5 / 26,0 dB
950-2400: 25,5 / 26,5 dB

5-470:1,0/1,6dB
470-862: 1,0/ 1,6 dB
950-2400: 1,7 / 2,2 dB

> 100 dB

5-30 / 5-65 MHz

5-470: 30,0/ 31,0dB
470-862: 30,5/ 31,0dB
950-2400: 30,5/31,5 dB

5-470: 1,0/ 1,4dB
470-862: 1,0/ 1,4dB
950-2400: 1,6 /2,0dB

> 100 dB

AT 412 AT 415 AT 420
Code A -0980412 A - 0980415 A - 0980420
N° of TAP outputs 4 4 4
Band 5-2400 MHz 5-2400 MHz 5-2400 MHz

Return path

In-TAP loss frequency
TYP/MAX

In-Out loss frequency
TYP/MAX

5-30 / 5-65 MHz

5-470: 12,0/ 13,0dB
470-862: 12,5/ 13,0dB
950-2400: 12,5/ 13,6 dB

5-470:3,8 /4,1 dB
470-862: 4,0/ 45dB
950-2400: 4,5/ 5,0 dB

Screening factor > 100 dB
AT 425
Code A - 0980425
N° of TAP outputs 4
Band 5-2400 MHz

5-30 / 5-65 MHz

5-470: 15,0/ 16,0 dB
470-862: 15,5/ 16,0 dB
950-2400: 15,5/ 16,56 dB

5-470: 1,6 /2,0dB
470-862: 1,8 /2,0dB
950-2400: 2,0/ 2,5 dB

> 100 dB

AT 430
A -0980430

4

5-30 / 5-65 MHz

5-470:20,0/21,0dB
470-862: 20,5/ 21,0dB
950-2400: 20,5 / 21,56 dB

5-470: 0,8/ 1,1 dB
470-862: 1,0/ 1,2dB
950-2400: 1,2/1,5dB

> 100 dB

5-2400 MHz

Return path

In-TAP loss frequency
TYP/MAX

In-Out loss frequency
TYP/MAX

Screening factor

5-30 / 5-65 MHz

5-470: 25,0 / 26,0 dB
470-862: 25,5 / 26,5 dB
950-2400: 25,5 7 27,0 dB

5-470: 0,7 / 1,0 dB
470-862: 1,0 / 1,2 dB
950-2400: 1,2/1,5 dB

> 100 dB

5-30 / 5-65 MHz

5-470: 30,0 / 31,0dB
470-862: 30,6/ 31,0dB
950-2400: 31,6 /32,5 dB

5-470: 0,7 / 1,0 dB
470-862: 0,8 / 1,1 dB
950-2400: 1,0/ 1,3 dB

> 100 dB

ATS 75

6 way TAPs, 5-2400 MHz A class. F connection

Code
N° of TAP outputs
Band

Return path

In-TAP loss frequency
TYP/MAX

In-Out loss frequency
TYP/MAX

Screening factor

AT 616
A -0980616
6

5-2400 MHz
-30 / 5-65 MHz
5-470: 16,0/ 17,0 dB

470-862: 16,56/ 17,0 dB
950-2400: 16,56/ 17,56 dB

5-470:5,0 /6,0 dB
470-862: 5,2 /6,0 dB
950-2400: 6,6 /7,6 dB

> 100 dB

AT 620

A - 0980620
6

5-2400 MHz
5-30 / 5-65 MHz

5-470: 20,0 /21,0dB
470-862: 20,56 / 21,0 dB
950-2400: 20,56/21,5 dB

5-470: 3,7/ 4,0dB
470-862: 3,7 / 4,0dB
9560-2400: 4,5 /5,2dB

> 100 dB

AT 625

A - 0980625
6

5-2400 MHz
5-30 / 5-65 MHz

5-470: 25,0 / 25,5 dB
470-862: 25,6 / 26,0 dB
950-2400: 26,0 / 26,5 dB

5-470: 3,2/ 3,7 dB
470-862: 3,3/ 3,8 dB
9560-2400: 4,0 /5,0dB

> 100 dB

8 way TAPs, 5-2400 MHz A class. F connection

Code A
N° of TAP outputs

Band

Return path

In-TAP loss frequency
TYP/MAX

In-Out loss frequency
TYP/MAX

Screening factor

AT 816

- 0980816

8

5-2400 MHz
-30 / 5-656 MHz

5-470: 16,0/ 17,0dB
470-862: 16,6/ 17,0dB
950-2400: 16,6 7/ 17,5 dB

5-470:5,0/6,0dB
470-862: 5,2 /6,0 dB
950-2400: 6,5 /7,5 dB

> 100 dB

A - 0980820

AT 820

8

5-2400 MHz
5-30 / 56-656 MHz

5-470:20,0/21,0dB
470-862: 20,5 / 21,0 dB
950-2400: 20,6 / 21,6 dB

5-470:4,7/5,6dB
470-862: 5,0/ 5,5dB
950-2400: 5,6 / 6,3 dB

> 100 dB

A

AT 825
0980825

8

5-2400 MHz
5-30 / 5-65 MHz

5-470: 25,0 / 25,5 dB
470-862: 25,6 / 26,0 dB
950-2400: 26,0 / 26,5 dB

5-470: 3,2/ 3,7dB
470-862: 3,3/ 3,8 dB
950-2400: 4,0/5,0dB

> 100 dB

Inductive outlets 5-1000 MHz with clamp

Code

Frequency

Insertion loss

Installation type

ATS 75

A - 0500075

IN-TV: 5-80 / 120-1000 MHz

IN-R: 87-108 MHz

IN-TV: < 1dB-IN-R: <2 dB

Final

Inductive outlets 5-2400 MHz

AO 9U

J

APS-75

MP-76-BL

ABV-91

AM 2

ANKARO Germany:
Skytronic Multimedia Technologie GmbH

www.ankaro.net

AOF 870 C AO 870 AO 3U
Code A-0960188 A - 0500087 A - 0500003-U
IN-TV: 6-862 MHz IN-TV: 5-862 MHz IN-TV: 5-2400 MHz
Frequency IN-R: 950-2400 MHz IN-R: 950-2400 MHz IN-R: 5-2400 MHz
IN-TV: <2 dB IN-TV: <2 dB IN-TV: 5-300: 3,6 dB
IN-R: <3 dB IN-R: <3 dB 300-862: 3,7 dB
IN-TAP loss 950-2150: 6,2 dB
IN-R: 5-300: 4,56dB
300-862: 3,7 dB
950-2150: 6,6 dB
Insertion type Fast connection Clamp Clamp
Installation type Final Final Final
Vdc pass IN-R IN-R IN-R
Inductive outlets 5-2400 MHz with clamp

AO 9V AO 15U AO 19U
Code A -0500009-U A -0500015-U A -0500019-U
IN-OUT: 5-2400 MHz IN-OUT: 5-2400 MHz IN-OUT: 5-2400 MHz
Frequency IN-TV:  5-2400 MHz IN-TV:  5-2400 MHz IN-TV:  5-2400 MHz
IN-R:  5-2400 MHz IN-R:  5-2400 MHz IN-R:  5-2400 MHz
5-300: 3dB 5-300: 1,5dB 5-300:  1,3dB
IN-OUT loss 300-862: 3dB 300-862: 1,8dB 300-862: 1,5dB
950-2400: 3,2 dB 950-2400: 2,0 dB 950-2400: 2,0 dB
IN-TV: 5-300:  95dB  IN-TV:5-300: 14,6 dB IN-TV: 5-300: 18,6 dB
300-862: 9,0 dB 300-862: 14,0 dB 300-862: 18,0 dB
950-2400: 9,5 dB 950-2400: 14,0 dB 950-2400: 19,0 dB
IN-TAP loss 5-300: 10,4dB  IN-R: 5-300:  14,8dB IN-R: 5-300: 18,7 dB
300-862: 10,2 dB 300-862: 14,56 dB 300-862: 18,8 dB
950-2400: 12,2 dB 950-2400: 16,56 dB 950-2400: 22,9 dB

Installation type Medium Medium Medium
Vdc pass IN-R IN-R IN-R

Final outlets 5-2300 MHz. 3 Connectors

AO90 S KIT AO 90 S
Code A - 0500094 A - 0500098
Description Inductive shielded outlet KIT: AO 90 S + ABV 91 + APS 75
final d.c. pass
IN-TV: 5-70 / 120-862 MHz IN-TV: 5-70 / 120-862 MHz
Frequency IN-R: 87,5-108 MHz IN-R: 87,5-108 MHz
IN-SAT: 950-2300 MHz IN-SAT: 950-2300 MHz
IN-TV: <3dB IN-TV: <3dB
IN-TAF loss IN-R: < 2 dB / IN SAT <2 dB IN-R: < 2 dB / IN SAT < 2 dB
Connector type TV: [ECM /R: IEC H / SAT:F TV: IECM /R: IEC H / SAT:F
Installation type Final Final
Vdc pass IN-SAT IN-SAT
Covers and accessories standards
MP 76-BL ABV 91 APS 75
Code A -9001076 A-0034128 A - 0504129-BL
Description Cover 2 connectors Cover 3 connectors Surface accessory
Color White White White
Mixers/Unmixers SAT/TER
AM AM 2
Code A - 0980000 A - 0980001
Inputs/Outputs 2/1 3/2

Frequency margin

Insertion loss TER: 1
Installation type Indoor
Vdc pass SAT

Hasselborner Str. 19-21

35647 Waldsolms (Germany)
Contact: +49 (0) 6085 - 98 97 95 0
Ust.-ID - DE285666872

Email: info@ankaro.net

TER: 5-862 MHz / SAT: 950-2400 MHz

,5dB/ SAT: 2,0dB

TER: 5-862 MHz / SAT: 950-2400 MHz

TER: 4,5 dB / SAT: 2,0 dB

Indoor

SAT

ANKARO Middle East & Africa:

Horizon Line FZE
www.ankaro.net
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