
U / UTP

ANKARO Germany: 
Skytronic Multimedia Technologie GmbH
www.ankaro.net

ANKARO Middle East & Africa:
Horizon Line FZE
www.ankaro.net

Hasselborner Str. 19-21
35647 Waldsolms (Germany)
Contact: +49 (0) 6085 - 98 97 95 0
Ust.-ID - DE285666872
Email: info@ankaro.net

PO Box: 121656, Warehouse Q4-173
Airport Free Zone Sharjah, UAE
Contact: +971 65578428
Email: info@ankaro.net

No. of Pair
1-25

1-25

1-25

1-25

Polyester
Rip cord
Jacket

JACKET

AGING COLD BEND

ITEM AGING PERIOD   100°*24H*7D COLD PERIOD -20 2°C*4H

Before Aging After Aging Bend Radius 8*Cable O.D.

PVC
Tensile Strength ≥13.5 Mpa ≥12.5 Mpa

No Visible Cracks
Elongation ≥150 % ≥125 %

LSZH
Tensile Strength ≥10.0 Mpa ≥8.0 Mpa

No Visible Cracks
Elongation ≥125% ≥100%

PE Tensile Strength ≥10.0 Mpa ≥8.0 Mpa
No Visible Cracks

Elongation ≥350 % ≥350 %

TECHNICAL PERFORMANCE(100M):

FREQUENCY       RL ATT(20°) NEXT FREQUENCY PSNEXT ELFEXT PSELFEXT

  (MHz)   ≥dB   ≤dB ≥dB  (MHz) ≥dB ≥dB ≥dB

  1.0   12.0 2.6 41.3  1.0 41.3 39.0 39.0

  4.0   12.0 5.6 32.3 4.0 32.3 26.9 26.9

  8.0   12.0 8.5 27.8 8.0 27.8 20.9 20.9

  10.0   12.0 9.7 26.3  10.0 26.3 19.0 19.0

  16.0   9.95 13.1 23.3  16.0 23.3 14.9 14.9

JACKET PHYSICAL PROPERTIES 

P/N   DESCRIPTION
  Cat3 U/UTP AWG24 PVC JacketANKUU3.50.PV (25-50-100cp)

ANKUU3.50.LS (25-50-100cp)

ANKUU3.50.PE(25-50-100cp)

  Cat3 U/UTP AWG24 LSZH Jacket

  Cat3 U/UTP AWG24 PE Jacket 

Jacket

Conductor

Insulation

Rip-Cord

TECHNICAL PERFORMANCE(100M):

FREQUENCY       RL ATT(20°) NEXT ACR FREQUENCY PSNEXT ELFEXT PSELFEXT

  (MHz)   ≥dB   ≤dB ≥dB ≥dB  (MHz) ≥dB ≥dB ≥dB

  1.0   20.0 2.0 65.3 63.3  1.0 62.3 63.8 60.8

  4.0   23.0 4.1 56.3 52.2 4.0 53.3 51.8 48.8

  8.0   24.5 5.8 51.8 46.0 8.0 48.8 45.7 42.7

  10.0   25.0 6.5 50.3 43.8  10.0 47.3 43.8 40.8

  16.0   25.0 8.2 47.2 39.0  16.0 44.4 39.7 36.7

20.0  25.0 9.3 45.8 36.5 20.0 42.8 37.8 34.8

25.0  24.3 10.4 44.3 33.9 25.0 41.3 35.8 32.8

31.25 23.6 11.7 42.9 31.2 31.25 39.9 33.9 30.9

62.5 21.5 17.0 38.4 21.4 62.5 35.4 27.9 24.9

100 20.1 22.0 35.3 13.3 100 32.3 23.8 20.8

JACKET PHYSICAL PROPERTIES 

JACKET

AGING COLD BEND

ITEM AGING PERIOD   100°*24H*7D COLD PERIOD -20 2°C*4H

Before Aging After Aging Bend Radius 8*Cable O.D.

PVC
Tensile Strength ≥13.5 Mpa ≥12.5 Mpa

No Visible Cracks
Elongation ≥150 % ≥125 %

LSZH
Tensile Strength ≥10.0 Mpa ≥8.0 Mpa

No Visible Cracks
Elongation ≥125% ≥100%

PE Tensile Strength ≥10.0 Mpa ≥8.0 Mpa
No Visible Cracks

Elongation ≥350 % ≥350 %

P/N   DESCRIPTION
  Cat5E U/UTP AWG24 PVC Jacket CPR class EcaANKUU5.50.PV - E

ANKUU5.50.LS - E

ANKUU5.50.PE - E

ANKUU5.50.PVPE - F

ANKUU5.50.LS - D

  Cat5E U/UTP AWG24 LSZH Jacket CPR class Eca

  Cat5E U/UTP AWG24 PE Jacket CPR class Eca

    Cat5E U/UTP AWG24 PVC + PE Jacket CPR class Fca

  Cat5E U/UTP AWG24 LSHZ Jacket CPR class Fca   

Special Jackets in accordance with customer's requirements

Jacket

Seperator

Conductor

Insulation

Rip-Cord

TECHNICAL PERFORMANCE(100M):

FREQUENCY       RL ATT(20°) NEXT ACR FREQUENCY PSNEXT ELFEXT PSELFEXT

  (MHz)   ≥dB   ≤dB ≥dB ≥dB  (MHz) ≥dB ≥dB ≥dB

  1.0   20.0 2.0 74.3 72.3  1.0 72.3 67.8 64.8

  4.0   23.0 3.8 65.3 61.5 4.0 63.3 55.8 52.8

  8.0   24.5 5.3 60.8 55.5 8.0 58.8 49.7 46.7

  10.0   25.0 6.0 59.3 53.3  10.0 57.3 47.8 44.8

  16.0   25.0 7.6 56.2 48.6  16.0 54.2 43.7 40.7

20.0  25.0 8.5 54.8 46.3 20.0 52.8 41.8 38.8

25.0  24.3 9.5 53.3 43.8 25.0 41.3 39.8 36.8

31.25 23.6 10.7 51.9 41.2 31.25 49.9 37.9 34.9

62.5 21.5 15.4 47.4 32.0 62.5 45.4 31.9 28.9

100 20.1 19.8 44.3 24.5 100 42.3 27.8 24.8

200 18.0 29.0 39.8 10.8 200 37.8 21.8 18.8

250 17.3 32.8 38.3 5.5 250 36.3 19.8 16.8

JACKET PHYSICAL PROPERTIES 

JACKET

AGING COLD BEND

ITEM AGING PERIOD   100°*24H*7D COLD PERIOD -20 2°C*4H

Before Aging After Aging Bend Radius 8*Cable O.D.

PVC
Tensile Strength ≥13.5 Mpa ≥12.5 Mpa

No Visible Cracks
Elongation ≥150 % ≥125 %

LSZH
Tensile Strength ≥10.0 Mpa ≥8.0 Mpa

No Visible Cracks
Elongation ≥125% ≥100%

PE Tensile Strength ≥10.0 Mpa ≥8.0 Mpa
No Visible Cracks

Elongation ≥350 % ≥350 %

P/N   DESCRIPTION
  Cat6 U/UTP AWG23 PVC Jacket CPR class EcaANKUU6.55.PV - E

ANKUU6.55.LS - E

ANKUU6.55.PE - E

ANKUU6.55.LS - D

ANKUU6.55.PVPE - F

  Cat6 U/UTP AWG23 LSZH Jacket CPR class Eca

  Cat6 U/UTP AWG23 PE Jacket CPR class Eca

  Cat6 U/UTP AWG23 PE Jacket CPR class Fca

    Cat6 U/UTP AWG23 PVC + PE Jacket CPR class Fca

   

Special Jackets in accordance with customer's requirements

Jacket

Seperator

Conductor

Insulation

Rip-Cord

TECHNICAL PERFORMANCE(100M):

FREQUENCY       RL ATT(20°) NEXT PSNEXT ACR-F PS ACR-F PS ANEXT PS AACR-F

  (MHz)   ≥dB   ≤dB ≥dB ≥dB  ≥dB ≥dB ≥dB ≥dB

 1.0   20.0 2.1 74.3 72.3  67.8 64.8 67.0 67.0

 4.0   23.0 3.8 65.3 63.3 55.8 52.8 67.0 66.2

 10.0   25.0 5.9 59.3 57.3 47.8 44.8 67.0 58.2

 16.0   25.0 7.5 56.2 54.2  43.7 40.7 67.0 54.1

 20.0   25.0 8.4 54.8 52.8  41.8 38.8 67.0 52.2

31.25  23.6 10.5 51.9 49.9 37.9 34.9 67.0 48.3

62.5  21.5 15.0 47.7 45.4 31.9 28.9 65.6 42.3

100 20.1 19.1 44.3 42.3 27.7 24.8 62.5 38.2

200 18.0 27.6 39.8 37.8 21.8 18.8 58.0 32.2

250 17.3 31.1 38.3 36.3 19.8 16.8 56.5 30.2

300 16.8 34.3 27.1 35.1 18.3 15.3 55.3 28.7

500 15.2 45.3 33.8 31.8 13.8 10.8 52.0 24.2

JACKET

AGING COLD BEND

ITEM AGING PERIOD   100°*24H*7D COLD PERIOD -20 2°C*4H

Before Aging After Aging Bend Radius 8*Cable O.D.

PVC
Tensile Strength ≥13.5 Mpa ≥12.5 Mpa

No Visible Cracks
Elongation ≥150 % ≥125 %

LSZH
Tensile Strength ≥10.0 Mpa ≥8.0 Mpa

No Visible Cracks
Elongation ≥125% ≥100%

PE Tensile Strength ≥10.0 Mpa ≥8.0 Mpa
No Visible Cracks

Elongation ≥350 % ≥350 %

P/N   DESCRIPTION
  Cat6A U/UTP AWG23 PVC JacketANKUU6A.57.PV - E

ANKUU6A.57.LS - E

ANKUU6A.57.PE - F

ANKUU6A.57.PVPE - F

ANKUU6A.57.LS - D

  Cat6A U/UTP AWG23 LSZH Jacket CPR class Eca

  Cat6A U/UTP AWG23 LSZH Jacket CPR class Eca

  Cat6A U/UTP AWG23 PE Jacket CPR class Fca

  Cat6A U/UTP AWG23 PVAC+PE Jacket CPR class Eca

JACKET PHYSICAL PROPERTIES 

Special Jackets in accordance with customer's requirements

U/UTP CAT3 Cable

U/UTP CAT5e Cable

U/UTP CAT6 Cable

U/UTP CAT6A Cable


